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PRODUCT DATA SHEET 

27W Blackvis 

1. GENERAL DESCRIPTION 

27W Blackvis is a water based dry, free flowing, black magnetic powder ideally suited for use on light 

colored surfaces for optimum color contrast. 27W Blackvis is intended for crack detection in daylight 

under wet method magnetic particle inspection when water is employed as bath vehicle.  

 

2. COMPOSITION 

27W Blackvis is composed of 27W Black particles, wetting agents, corrosion inhibitors and anti-

foaming agents. 

 

 

 

3. APPLICATION 

27W Blackvis is used to locate surface and slightly subsurface discontinuities in ferrous structures. 

Wet method materials are typically used to find inclusions, seams, shrink cracks, tears, laps, flakes, 

welding defects, grinding cracks, quenching cracks and fatigue cracks. 

 

4. PROPERTIES 

Colour under white light : Black 

Colour under black light  : NA 

Mean Particle Size            : 20 microns 

SAE sensitivity                   :  6 

Temperature limit            : 60⁰C Maximum 

 

 

5. WATER BATH PREPARATION 

25 grams of 27W Blackvis is weighed out and added per litre of water to form thick slurry. The bath 

must be agitated for several minutes to distribute the particles uniformly. Once thoroughly mixed, 

the bath should be checked for proper concentration and adjusted accordingly if needed. 
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6. CONCENTRATION CONTROL 

The bath strength should be maintained constant at all times to provide consistent results. The 

concentration should be checked at make-up time and at least once each day.  The most widely used 

method of control is by gravity settling in a graduated ASTM pear shaped centrifuge tube. The 

centrifuge tube is filled to the 100 ml line with well mixed bath and placed in the stand in a vibration- 

free location for 60 minutes for oil baths. After the 60 minute wait for Carrier II, the settling volume 

is taken.  The settling volume indicates the amount of magnetic particles present in the bath. 

 

PRODUCT WATER SETTLING 
27W Blackvis  1.2 ml – 1.8 ml 

 
7. METHOD  OF APPLICATION 

Parts should be cleaned prior to testing to reduce bath contamination and to ensure a more desirable 

test surface. The bath must be continuously agitated when in use to ensure uniformity, as particles 

will settle out of suspension on standing. Using the wet continuous method, the bath is applied to all 

surfaces of the part. The instant the bath stream is removed from the part the magnetizing current 

is applied.  The indications will be formed during the current shot. If the bath is applied after the 

magnetizing shot, the force of the bath application may wash away indications. The Inspection should 

be carried out in well-illuminated area with minimum White Light intensity 1076 Lux at 15 inches 

from source. 

 

 

8. POST  INSPECTION CLEANING 

The parts must be properly demagnetized before cleaning to ensure ease of particle removal. 

 

 

9. SPECIFICATION COMPLIANCE: 

ASTM E 1444, ASME B & PV Code, ASTM E-709 (E-138) 


