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PRODUCT DATA SHEET 

36A Lumigra Redibath  

1. GENERAL DESCRIPTION 

36A Lumigra Redibath is a prepared bath intended for spot inspection giving clear fluorescent green 

indications when viewed in a darkened area under UV(A) of peak wavelength 365nm for difficult to 

process situations where bulk processing is impractical. 36A Lumigra Redibath is supplied in aerosol 

containers only. 36A’s fluorescent colour contrast sharply with the dark grey, black background of 

clean metal surfaces when viewed under black¬ light in a darkened area. 

2. COMPOSITION 

36A Lumigra Redibath is composed of 36A Fluorescent particles suspended in Carrier II. This product 

is ready to be used. 

 

3. APPLICATION 

36A Lumigra Redibath is used to locate fine surface and slightly sub-surface discontinuities such as: 

inclusions, seams, shrink cracks, tears, laps, flakes, welding defects, grinding cracks, quenching 

cracks, and fatigue cracks. 

 

4. PROPERTIES 

Colour under white light : Green 

Colour under black light  : Brilliant yellow-green fluorescence 

Net Weight                        : 310 Grams 

Mean Particle Size            : 6 microns 

Temperature limit            : 50⁰C Maximum 

Settling Volume                : 0.15 ml to 0.38 ml after 60 min 

 

5. METHOD  OF APPLICATION 

First, make sure that the inspected surfaces are clean and dry. The product is ready to use from the 

container by spraying. Shake can well to suspend the particles. Spray onto properly magnetized test 

part, making sure that the entire surface to be inspected is covered. Inspect part. Indications will 

form immediately and appear as fluorescent green lines under a UVBlack Light of 365 nm. 

 

6. POST  INSPECTION CLEANING 

After inspection the components should be properly demagnetised before cleaning to ensure ease 

of particle removal. 

 

7. SPECIFICATION COMPLIANCE: 

ASTM E 1444, ASME B & PV Code, ASTM E-709 (E-138) 
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